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CABLE
SHELL c D E DIAMETER T (THREAD)

SIZE I& Mix MAx MAX MAx
I

CLASS 2B UNEF
Series II Series I MIN

1
8 9 .578 .422 1.344 .656 1.015 .094 .203 .4375 -28

10 11 ,703 ,422 1.344 .688 1.062 .141 .250 .5625 -24

12 13 .828 .422 1.344 .750 1.125 .172 .323 .6875 -24

14 15 .953 .422 1.344 .859 1.328 .203 .422 .8125 -20
mJ

16 17 1.078 .422 1.344 .937 1.392 .234 .500 .9375 -20 co

18 19 1.203 .422 1.344 1.000 1.453 .265 .562 1,0625-18 z
a

20 21 1.328 .422 1.422 1.062 1.609 .297 .625 1.1875-18 2
w—— —.

1. 4;2— 1.141 ‘–- :3;8
w

22 23 1.453 .422 1.656 .703 1.3125-18 (n

z

24 I 25
1.578 .344 1.422 1.203 1, 719 .359 .765 1.4375-18 a

z
a
E

INCHES -MM INCHES MM INCHES MM INCHES MM a
.015 .38 .265 6.73 .625 15.88 1.078 27.38 :
.025 .64 .297 7.54 .656 16.66 1.125 28.58 n

.035 .89 .323 8.20 .688 17.48 1.141 28.98 ‘o

.065 1.65 .328 8.33 ,703 17.86 203 30.56

.094 2.39 .329 8.36 .750 19.05 1.328 33.73 w

.141 3.58 ● 344 8.74 .765 19.43 10344 34.14
a

.172 4.37 ,359 9.12 .828 21.03 1.392 35.36

.200 5.08 .365 9.27 .859 21.82 1.422 36.12 &

.203 5.16 .422 10.72 .937 23.80 1.453 36.91
~

.204 5.18 .500 12.70 .953 24.21 1.578 40.08
w
v)

.234 5.91 .562 14.27 1.000 25.40 1.609 40.87 w

.250 6.35 .578 14.68 1.015 25.78 1.656 42.06 u

NOTES: 1.062 26.97 1.719 43.66 z
x

Dimensions are in inches. v
i; Metric equivalents are given for general information only and are K

based upon 1.00 inch = 25.4 mm.
o
u

3. Nut: Aluminum alloy in accordance with QQ-A-591 or QQ-A-225.
4. Cable Support: Nonmetallic.
rJ. Requirements: 2

Adapter shall meet the performance requirements of MIL-C-38999
W

a. 5
and as specified herein. w

b. Flammability: Self extinguishing in accordance with ASTM D635. =
c. Toxicity: Parts shall be non-toxic.
d. Fungus resistance in accordance with MIL-STD-81O, method 508.
e. Temperature rating: -65°F to +250°F continuous, 345°F for 10

minute intervals, and 420”F for ~ minute intervals. Estimate G
cumulative life, 24 hours at 345 F and 7 hours at 420”F. v

f. Finish: B or C in accordance with MIL-C-38999. U

6, Positions of slots relative to opposite opening is optional.
a
~

7. This standard takes precedence over documents referenced herein.
8. Referenced documents shall be of the issue in effect on date of n

invitation for bid.
UJ

9. Parts will be identified with the series II numbers. For series I
&

applications, use the equivalent series 11 part (e.g. for series I E

size 9 application, use series 11 size 8 part).
2
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